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We recommend consulting 
a licensed plumber for 
installations.

Locate and turn off the water supply and disconnect your water filter. For a new
installation, disconnect supply line going to sink from the cut off valve.

Locate the water line that runs from the cut off valve. Push 
tubing into fitting and then pull to make sure it is securely
connected. (See diagram below)

Repeat the same step for the outlet on the top. Now make
sure the line is securely tightened to the top of the unit and 
the line connected to the faucet is secured.

After all connections are made turn the cold water back on and check for 
any leaks. If any leaks are found please make sure all parts were properly
installed. Please call if you are still having touble.
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Disconnection is just as easy
Push retaining ring against body

slide tube out of fitting

Cut the tube square and push past
             the O-ring to the tube stop

Tube is secured in position

Secure connections are simple

Process A

5Connect top of water
          line to your
          WM 100US. 

Make sure to flush filter before drinking

Enjoy clean drinking water.

Note: Until the new filter is completely saturated you may see air in the filtered water causing the 
water to be foggy. This may take up to 2 weeks to clear.

Please remember to mark the installation date/replacement date on the sticker provided.

Turn on your faucet and slowly turn on the water supply 1/2 way (in order to properly flush 
the filter with lower volume and pressure). Please allow the filter to flush for 5 to 10 minutes 
until the water runs clear. While the filter is flushing, check the connections to make sure 
there is no water leaks at the top or the bottom of the fittings.
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Process B
If you have cooper or flex lines you will need the following:
 3/8’’ Plastic Water line (Supplied with Filter)
 2 – 3/8’’ compression unions (1 supplied with filter)
 Note: 3/8’’ compression unions are available at most hardware or home improvement
 stores.

Instructions:
Disconnect water line.
 
Use 2 – 3/8’’ compression unions to connect a piece of 3/8’’ plastic water line, cut  it to your desired 
length.

Take the large compression union lay it out and take a piece of a piece of a 3/8’’ plastic line (enclosed) 
to both of the copper or flex lines.

Take the large compression nut and put it on first by sliding it onto the hose

Slide plastic delrin sleeve onto hose so that the smaller diameter is pointing at the  end of the tubing 
or away from the nut. Put brass insert in the end of the tube. Tighten  the nut 
to the union and then tighten the cooper or flex line to the other side of the union.
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What type of line do you 
currently have?
A. Follow process A  (inside)
B. Follow process B (backside)
C. Follow process B (backside)

(not included)

See Process A to complete the installation.


